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BACKLIT KEYBOARD WITH INTEGRATED TOUCHPAD

Technical Specifications

Industrial UL-1950, CE, FCC Class 15, Part B, NEMA 4
Approvals Flammability Printed Circuit Board: 94 VO
Key Switch Material: ABS/Poly-Carbonate Plastic ;S|I|c<:€ne Ove:)llayi: 94VHB
Life: Greater than 10 Million Cycles et Lalales oh
Travel: 0.120” (3.0mm) Weight 3 Ibs (1.38 kg)

Actuation Force: 2.2 0z (60g+5)

Feedback: Tactile with Mechanical Snap Dimensions 11.94" (w) x 7.96" (h) x 1.21" (d)

303mm (w) x 195mm (h) x 31mm (d)
Power Keyboard: 5V@10ma, 350ma for Backlight :
(from CPU Port) Cable Length Length: 4 ft Coiled (1.2m)
Design: Swappable PS/2-Y (Providing

Touchpad: 5V@6ma (from Mouse Connector Port)
Separate Keyboard and Mouse Connections)

Temperature Operating: -20°C to +60°C o

Range Storage: -40°C to +80°C Compatibility All Windows Operating Systems
Humidity 85%

Shock 3x11 ms Pulses of 50g on each of 3 Axes

Vibration Power spectral density: 0.04g/hz

Frequency range: 20hz - 2 khz
Duration of test per axis:3 hours
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L-3. Headquartered in New York City, L-3 Communications is a prime contractor in aircraft modernization and maintenance, C3ISR (Command,
Control, Communications, Intelligence, Surveillance and Reconnaissance) systems and government services. L-3 is also a leading provider of high
technology products, subsystems and systems.
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